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REFER TO A1.0 "GENERAL INFORMATION & KEY PLANS" FOR
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MECHANICAL

PLUMBING

ELECTRICAL

The Scope of Work generally consists of adding a  Passenger
Elevator and a Restroom to the existing Locust Grove City Hall.
No Change of Occupancy or structural modifications to the
existing facility are a part of this scope.
The existing facility is not protected by an automatic sprinkler
system.CONSTRUCTION DOCUMENT SUBMITTAL

3644 Georgia 42  Locust Grove, GA   30248

For the
City of Locust Grove
Robert Price, Mayor

This is an artist impression and is not intended for use for construction.  Images may not be representative of the final design.
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DOOR IDENTIFIER

WINDOW IDENTIFIER

WALL TYPE IDENTIFIER

BUILDING SECTION

WALL SECTION

EXTERIOR ELEVATION

ENLARGED DETAIL

DIMENSIONS
TO CENTERLINE

ELEVATION DESIGNATION

SUSPENDED ACOUSTICAL CEILING
(RCP ONLY)

GYPSUM BOARD

STEEL (SECTION)

PLYWOOD (SECTION)

COLUMN LINE MARKER

ROOM NAME & ROOM
NUMBER

Room Name
  101

A9.01

1

3

4 2 INTERIOR ELEVATION

CONCRETE

EARTH

BRICK OR BLOCK (SECTION)

BRICK OR BLOCK (ELEVATION)

RIGID INSULATION (SECTION)

STUCCO

CARPET TILE (FINISH PLAN ONLY)

FLOOR OR WALL TILE (FINISH
PLAN AND INTERIOR ELEVATIONS)

WOOD VENEER (ELEVATION)

CENTERLINE OF FIXTURE OR
ACCESSORY TO FINISHED FACE OF
WALL

ARCHITECTURAL GRAPHIC SYMBOLS

ARCHITECTURAL MATERIAL SYMBOLS

FACE OF METAL STUD OR FACE OF
CONCRETE OR MASONRY WALL

THIS FACILITY IS LISTED ON NATIONAL PARK SERVICE NATIONAL REGISTER OF HISTORIC
PLACES AS 'LOCUST GROVE INSTITUTE ACADEMIC BUILDING' (86002179 NRIS)
APPLICABLE CODES
BUILDING 2006 INTERNATIONAL BUILDING CODE (IBC) WITH GEORGIA

AMENDMENTS
LIFE SAFETY 2006 INTERNATIONAL FIRE CODE (IFC) WITH GEORGIA AMENDMENTS
 2000 NATIONAL FIRE PROTECTION ASSOCIATION (NFPA) 101 LIFE

SAFETY CODE WITH GEORGIA AMENDMENTS
PLUMBING 2006 INTERNATIONAL PLUMBING CODE WITH GEORGIA AMENDMENTS
MECHANICAL 2006 INTERNATIONAL MECHANICAL CODE WITH GEORGIA

AMENDMENTS
ELECTRICAL 2011 NATIONAL ELECTRICAL CODE WITH NO GEORGIA AMENDMENTS
ACCESSIBILITY 2010 GEORGIA ACCESSIBILITY CODE (120-3-20A)

OCCUPANCY CLASSIFICATION  NFPA:  BUSINESS IBC:   BUSINESS

CONSTRUCTION   TYPE: III-B, UNSPRINKLERED
     42 FEET; 2 STORIES, PLUS BASEMENT;
     5,380 SQ. FT. PER FLOOR

FIRE RESISTANCE RATINGS [Per Ga SBC Amendments: Table 601 and 602 of IBC; NFPA to be
used as a supplement for areas not addressed by IBC]  

 Structural Frame:   0
 Exterior Bearing Walls:   2
 Interior Bearing Walls:   0
 Interior Non-Bearing Walls & Partitions: 0
 Floor/Ceiling Construction:  0
 Roof/Ceiling Construction:  0
 Shaft Enclosure (IBC 707.4):  1 HOUR

A SPECIFICATIONS AND GENERAL PROVISIONS OF THE CONTRACT, INCLUDING
GENERAL AND SUPPLEMENTARY CONDITIONS APPLY TO THESE DRAWINGS.

B THE WORK IS DEFINED BY THE CONTRACT DOCUMENTS.  REFERENCE ALL
DRAWINGS AND SPECIFICATIONS FOR INFORMATION REGARDING
CONSTRUCTION.

C DURING CONSTRUCTION, CONTRACTOR SHALL HAVE LIMITED USE OF
BUILDING INDICATED.  CONTRACTOR'S USE OF PREMISES IS LIMITED ONLY BY
OWNER'S RIGHT TO PERFORM WORK OR EMPLOY OTHER CONTRACTORS ON
PORTIONS OF PROJECT.

D SUBMITTALS
  COORDINATE SUBMITTAL PREPARATION WITH CONSTRUCTION SCHEDULE,

FABRICATION LEAD-TIMES, OTHER SUBMITTALS, AND OTHER ACTIVITIES THAT
REQUIRE SEQUENTIAL OPERATIONS.  NO EXTENSION OF CONTRACT TIME
WILL BE AUTHORIZED DUE TO FAILURE TO TRANSMIT SUBMITTALS IN TIME TO
PERMIT PROCESSING SUFFICIENTLY IN ADVANCE OF WHEN MATERIALS ARE
REQUIRED IN THE WORK.  ARCHITECT WILL NOT ACCEPT SUBMITTALS FROM
SOURCES OTHER THAN CONTRACTOR.

 PREPARE AND SUBMIT FOR REVIEW BY THE ARCHITECT PRODUCT DATA, SHOP
DRAWINGS, AND/OR MATERIAL SAMPLES FOR THE FOLLOWING
ARCHITECTURAL PRODUCTS:

 •DIVISION 6: COUNTERTOPS; WOOD TRIM
 •DIVISION 8: DOOR HARDWARE
 •DIVISION 9: CERAMIC TILING, PAINTING
 •DIVISION 14: ELEVATORS
 ARCHITECT WILL REVIEW EACH SUBMITTAL, MARK AS APPROPRIATE TO

INDICATE ACTION TAKEN, AND RETURN COPIES LESS THOSE RETAINED.
COMPLIANCE WITH SPECIFIED REQUIREMENTS REMAINS CONTRACTOR'S
RESPONSIBILITY.

E QUALITY-CONTROL SERVICES INCLUDE INSPECTIONS, TESTS, AND RELATED
ACTIONS INCLUDING REPORTS, PERFORMED BY CONTRACTOR, BY
INDEPENDENT AGENCIES, AND BY GOVERNING AUTHORITIES.  OWNER WILL
EMPLOY AND PAY A QUALIFIED INDEPENDENT TESTING AGENCY TO PERFORM
TESTS AND INSPECTIONS SPECIFIED IN OTHER SECTIONS, AND THOSE
REQUIRED BY AUTHORITIES HAVING JURISDICTION.  CONTRACTOR IS
RESPONSIBLE FOR SCHEDULING INSPECTIONS AND TESTS.

F PRODUCT SUBSTITUTIONS
 REASONABLE AND TIMELY REQUESTS FOR PRODUCT SUBSTITUTIONS WILL BE

CONSIDERED.  SUBSTITUTIONS INCLUDE CHANGES PROPOSED BY THE
CONTRACTOR AFTER AWARD OF THE CONTRACT, IN PRODUCTS AND
METHODS OF CONSTRUCTION REQUIRED BY THE CONTRACT DOCUMENTS.
DO NOT SUBMIT UNAPPROVED SUBSTITUTIONS ON SHOP DRAWINGS.

 SUBMIT IN WRITING EACH REQUEST FOR PRODUCT SUBSTITUTION.  IDENTIFY
PRODUCT TO BE REPLACED, PROVIDE COMPLETE DOCUMENTATION SHOWING
COMPLIANCE OF PROPOSED SUBSTITUTION WITH ALL SPECIFIED
REQUIREMENTS, AND INCLUDE THE FOLLOWING: A FULL COMPARISON WITH
THE SPECIFIED PRODUCT; A LIST OF CHANGES TO OTHER WORK REQUIRED TO
ACCOMMODATE THE SUBSTITUTION; ANY PROPOSED CHANGES IN THE
CONTRACT SUM OR CONTRACT TIME SHOULD THE SUBSTITUTION BE
ACCEPTED.

 ARCHITECT WILL REVIEW THE PROPOSED SUBSTITUTION AND NOTIFY
CONTRACTOR OF ITS ACCEPTANCE OR REJECTION.

G CLEAN ALL DISTURBED OR NEW SURFACES OR ITEMS BEFORE REQUESTING
INSPECTION FOR CERTIFICATION OF SUBSTANTIAL COMPLETION.

H REQUEST SUBSTANTIAL COMPLETION INSPECTION ONCE THE FOLLOWING
ARE COMPLETE: INSURANCE CHANGEOVER REQUIREMENTS MET; SUBMIT
RECORD DOCUMENTS, MAINTENANCE MANUALS, WARRANTIES, AND SIMILAR
RECORD INFORMATION; DELIVER SPARE PARTS, EXTRA STOCK, AND SIMILAR
ITEMS; CHANGEOVER LOCKS AND TRANSMIT KEYS TO OWNER; COMPLETE
STARTUP TESTING OF SYSTEMS AND INSTRUCTION OF OPERATION AND
MAINTENANCE PERSONNEL; REMOVE TEMPORARY FACILITIES AND
CONTROLS; COMPLETE FINAL CLEANUP; TOUCH UP, REPAIR, AND RESTORE
MARRED, EXPOSED FINISHES; OBTAIN FINAL INSPECTIONS FROM
AUTHORITIES HAVING JURISDICTION; OBTAIN CERTIFICATE OF OCCUPANCY.

 UPON RECEIPT OF A REQUEST FOR INSPECTION, ARCHITECT WILL PROCEED
WITH INSPECTION OR ADVISE CONTRACTOR OF UNFILLED REQUIREMENTS.
ARCHITECT WILL PREPARE THE CERTIFICATE  OF SUBSTANTIAL
COMPLETION AFTER INSPECTION OR ADVISE CONTRACTOR OF ITEMS THAT
MUST BE COMPLETED OR CORRECTED BEFORE THE CERTIFICATE WILL BE
ISSUED.

I DO NOT SCALE DRAWINGS.  CONTACT ARCHITECT FOR ANY DIMENSIONAL
CLARIFICATIONS.

BUILDING CODE INFORMATION

ARCHITECTURAL GENERAL NOTES

LUNCH ROOM

CRAWL SPACE

MECHANICAL

KEY PLAN NOTES

THE OWNER WILL OCCUPY PORTIONS OF THE
BUILDING IMMEDIATELY ADJACENT TO DISTURBED
AREAS.  CONSTRUCTION ACTIVITIES SHALL NOT
DISRUPT OWNER'S OPERATIONS.  EXITS (                  )
AND EXIT ACCESSES  (                  ) SHALL REMAIN
OPEN AND UNOBSTRUCTED.

NO
RT
H

NO
RT
H

NO
RT
H

LAV LAVATORY
LF LINEAR FEET
LCKR LOCKER
LT LIGHT

MATL MATERIAL
MAX MAXIMUM
MECH MECHANICAL
MIN MINIMUM
MISC MISCELLANEOUS
MO MASONRY OPENING
MR MOISTURE RESISTANT
MTG MOUNTING
MTL METAL

N/A NOT APPLICABLE
NIC NOT IN CONTRACT
NOM NOMINAL
NRC NOISE REDUCTION COEFFICIENT
NTS NOT TO SCALE

OA OVERALL
OC ON CENTER
OCC OCCUPANT, OCCUPANTS
OH OPPOSITE HAND
OPP OPPOSITE
OTS OPEN TO STRUCTURE

PLAM PLASTIC LAMINATE
PROJ PROJECTED, PROJECTION
PWD PLYWOOD
PT PAINT

QT QUARRY TILE

RB RUBBER BASE
RBT RUBBER FLOOR TILE
RD ROOF DRAIN
REF REFERENCE
REINF REINFORCED
REQD REQUIRED
RM ROOM
RO ROUGH OPENING
RT RESILIENT TILE

SC SEALED CONCRETE
SCHED SCHEDULE, SCHEDULED
SECT SECTION
SF SQUARE FEET
SHT SHEET
SIM SIMILAR
SPEC SPECIFICATION, SPECIFICATIONS
SQ FT SQUARE FOOT, SQUARE FEET
SS STAINLESS STEEL
STC SOUND TRANSMISSION COEFFICIENT
STD STANDARD
STOR STORAGE
STL STEEL
STRUC STRUCTURE, STRUCTURAL
SUSP SUSPENDED
SW SIDEWALK

TO TOP OF
TEL TELEPHONE
THK THICK, THICKNESS
TYP TYPICAL

UC UNDERCOUNTER
UL UNDERWRITERS LABORATORY

VCT VINYL COMPOSITE TILE
VERT VERTICAL
VEST VESTIBULE

WC WATER CLOSET
WD WOOD
WT WEIGHT

XC EXPANSION CONTROL

NOTE: NOT ALL ABBREVIATIONS MAY APPLY.

ACT ACOUSTICAL CEILING TILE
ADD'L ADDITIONAL
ADJ ADJACENT
AFF ABOVE FINISHED FLOOR
ALT ALTERNATE, ALTERNATIVE
ALUM ALUMINUM
ARCH ARCHITECT, ARCHITECTURAL
ASPH ASPHALT

BD BOARD
BIT BITUMINOUS
BLDG BUILDING
BUR BUILT-UP ROOFING

CG CORNER GUARD
CIP CAST IN PLACE
CJ CONTROL JOINT
CLG CEILING
CLR CLEAR
CMU CONCRETE MASONRY UNIT
COL COLUMN
CONC CONCRETE
CONT CONTINUOUS
CPT CARPET
CT CERAMIC TILE

DEMO DEMOLISH, DEMOLITION
DET DETAIL
DIA DIAMETER
DIM DIMENSION
DN DOWN
DR DOOR
DS DOWNSPOUT
DTL DETAIL
DWG DRAWING

EA EACH
EJ EXPANSION JOINT
EL ELEVATION
ELEC ELECTRIC, ELECTRICAL
ELEV ELEVATION
EOS EDGE OF SLAB
EP EPOXY
EQ EQUAL
EQUIP EQUIPMENT
ER EPOXY RESIN
EXIS EXISTING
EXP EXPOSED
EXT EXTERIOR

FAAP FIRE ALARM ANNUNCIATOR PANEL
FACP FIRE ALARM CONTROL PANEL
FD FLOOR DRAIN
FE FIRE EXTINGUISHER
FEC FIRE EXTINGUISHER IN CABINET
FFE FINISHED FLOOR ELEVATION
FHC FIRE HOSE CABINET
FIN FINISH
FLR FLOOR
FO FACE OF
FT FEET, FOOT
FURR FURRING

GALV GALVANIZED
GC GENERAL CONTRACTOR
GL GLASS
GWB GYPSUM WALL BOARD
GYP GYPSUM

HC ACCESSIBLE
HW HARDWARE
HM HOLLOW METAL
HOR HORIZONTAL
HR HOUR
HT, H HEIGHT
HVAC HEATING/ VENTILATION/ AIR CONDITION

IN INCH, INCHES
INSUL INSULATION
INT INTERIOR

JAN JANITOR
JT JOINT

KIT KITCHEN

ARCHITECTURAL ABBREVIATIONS

SCALE: 1/16" =    1'-0"
3 SECOND FLOOR PLAN

SCALE: 1/16" =    1'-0"
2 FIRST FLOOR PLAN

SCALE: 1/16" =    1'-0"
1 BASEMENT FLOOR PLAN
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113
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117
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ALCOVE
120

MAYOR
121

STORAGE
122

TOILET
123

COUNCIL CHAMERS
124

ELECTRICAL
100

OFFICE
125

CORRIDOR
126

01 REMOVE EXISTING CONSTRUCTION AT ELEVATOR SHAFT LOCATION

02 REMOVE PORTION OF EXISTING WALL FOR NEW ELEVATOR DOOR
OPENING

03 REMOVE DOOR OPENING AND PORTION OF EXISTING WALL FOR NEW
ELEVATOR DOOR OPENING

04 REMOVE PORTION OF EXISTING WALL FOR NEW DOOR OPENING

05 REMOVE XYZ

GENERAL DEMOLITION NOTES

KEY NOTES

A ALL EXISTING STRUCTURAL COMPONENTS- INCLUDING FLOORS, WALLS,
SLABS, AND BEAMS- SHALL REMAIN UNLESS SPECIFICALLY NOTED
OTHERWISE.  REFER TO STRUCTURAL DRAWINGS FOR ADDITIONAL
STRUCTURAL DEMOLITION INFORMATION.

B THE OWNER WILL OCCUPY PORTIONS OF THE BUILDING IMMEDIATELY
ADJACENT TO DEMOLITION AREAS.  CONDUCT SELECTIVE DEMOLITION SO
OWNER'S OPERATIONS WILL NOT BE DISRUPTED.

C IT IS NOT EXPECTED THAT HAZARDOUS MATERIALS WILL BE
ENCOUNTERED IN THE WORK.  IF SUSPECTED HAZARDOUS MATERIALS
ARE ENCOUNTERED, DO NOT DISTURB; IMMEDIATELY NOTIFY ARCHITECT
AND OWNER. HAZARDOUS MATERIALS WILL BE REMOVED BY OWNER
UNDER A SEPARATE CONTRACT.

D DEMOLITION AND HAULING EQUIPMENT AND OTHER MATERIALS SHALL
BE OF SIZES THAT CLEAR SURFACES WITHIN HISTORIC SPACES, AREAS,
ROOMS, AND OPENINGS, INCLUDING TEMPORARY PROTECTION, BY 12
INCHES OR MORE.

E MAINTAIN EXISTING UTILITIES INDICATED TO REMAIN IN SERVICE AND
PROTECT THEM AGAINST DAMAGE DURING SELECTIVE DEMOLITION
OPERATIONS.

F UNLESS OTHERWISE INDICATED, DEMOLISHED MATERIALS BECOME
CONTRACTOR'S PROPERTY.

G LOCATE, IDENTIFY, SHUT OFF, DISCONNECT, AND CAP OFF UTILITY
SERVICES TO BE DEMOLISHED.

H PROVIDE AND MAINTAIN SHORING, BRACING, AND STRUCTURAL
SUPPORTS AS REQUIRED TO PRESERVE STABILITY AND PREVENT
MOVEMENT, SETTLEMENT, OR COLLAPSE OF CONSTRUCTION AND
FINISHES TO REMAIN, AND TO PREVENT UNEXPECTED OR
UNCONTROLLED MOVEMENT OR COLLAPSE OF CONSTRUCTION BEING
DEMOLISHED.  STRENGTHEN OR ADD NEW SUPPORTS WHEN REQUIRED
DURING PROGRESS OF SELECTIVE DEMOLITION.

I DEMOLISH AND REMOVE EXISTING CONSTRUCTION ONLY TO THE EXTENT
REQUIRED BY NEW CONSTRUCTION AND AS INDICATED. USE METHODS
REQUIRED TO COMPLETE THE WORK WITHIN LIMITATIONS OF GOVERNING
REGULATIONS.

J PROTECT EXISTING WALLS, CEILINGS, FLOORS, AND EXPOSED FINISHES
TO REMAIN.

K PROMPTLY PATCH AND REPAIR HOLES AND DAMAGED SURFACES OF
BUILDING CAUSED BY DEMOLITION.  RESTORE EXPOSED FINISHES OF
PATCHED AREAS AND EXTEND FINISH RESTORATION INTO REMAINING
ADJOINING CONSTRUCTION.

L CONDUCT SELECTIVE DEMOLITION ONLY IN AREAS THAT ARE NOT
DESIGNATED AS HISTORIC.

M PROMPTLY REMOVE DEMOLISHED MATERIALS FROM OWNER'S PROPERTY
AND LEGALLY DISPOSE OF THEM.  DO NOT BURN DEMOLISHED
MATERIALS.

N COMPLY WITH EPA REGULATIONS FOR PROPER DISPOSAL OF
DEMOLISHED MATERIALS.

NO
RT
H

NO
RT
HSCALE: 1/8"   =    1'-0"

2 SECOND FLOOR DEMOLITION PLAN

SCALE: 1/8"   =    1'-0"
1 FIRST FLOOR DEMOLITION PLAN
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CLOSET
215

OFFICE
216a

CLOSET
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CLOSET
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109
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111
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113
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114
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116
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117
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OFFICE
124b
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124a

ELECTRICAL
100

OFFICE
125

CORRIDOR
126

ADMINISTRATION
101

ELEVATOR

GENERAL SPECIFICATIONS

A PROVIDE STILE-AND-RAIL WOOD DOORS AND INTERIOR WOOD TRIM, AWI
“ARCHITECTURAL WOODWORK QUALITY STANDARDS” CUSTOM GRADE,
MADE FROM PINE OR OTHER SPECIES COMPATIBLE WITH EXISTING TRIM.
MATCH PROFILES OF EXISTING TRIM.

B PROVIDE COMPOSITE-SHEET WATERPROOFING- WR GRACE, PREPRUFE-
ON ALL BLIND-SIDE HORIZONTAL AND VERTICAL SURFACES BELOW
GRADE.  CLEAN, PREPARE, AND TREAT SUBSTRATE.  INSTALL
WATERPROOFING PER MANUFACTURER’S WRITTEN INSTRUCTIONS.
INSTALL PROTECTION COURSE OVER WATERPROOFING MEMBRANE USING
TAPE OR ADHESIVE.  PROTECT WATERPROOFING FROM DAMAGE AND
WEAR DURING APPLICATION AND REMAINDER OF CONSTRUCTION
PERIOD.

C PROVIDE FIRESTOPPING SYSTEMS WITH FIRE-RESISTANCE RATINGS
INDICATED BY REFERENCE TO UL DESIGNATIONS AS LISTED IN ITS "FIRE
RESISTANCE DIRECTORY."  PROVIDE THROUGH-PENETRATION
FIRESTOPPING SYSTEMS WITH T-RATINGS AS WELL AS F-RATINGS, AS
DETERMINED ACCORDING TO ASTM E 814, WITH FIRE-RESISTANCE
RATING OF NOT LESS THAN ONE HOUR, WHERE INDICATED.

D PROVIDE JOINT SEALANTS, JOINT FILLERS, AND OTHER RELATED
MATERIALS THAT ARE COMPATIBLE WITH ONE ANOTHER AND WITH JOINT
SUBSTRATES UNDER SERVICE AND APPLICATION CONDITIONS.  INSTALL
SEALANTS PER ASTM C 1193.

! •! ELASTOMERIC SEALANTS, ASTM C 920: ONE-PART, NEUTRAL-
CURING SILICONE SEALANT, TYPE S; GRADE NS; CLASS 25; USES T, NT,
M, G, A, AND O.

! •! ACOUSTICAL SEALANT:  NONSAG, PAINTABLE, NONSTAINING, LATEX
SEALANT COMPLYING WITH ASTM C 834.

! •! ACOUSTICAL SEALANT FOR CONCEALED JOINTS:  NONDRYING,
NONHARDENING, NONSKINNING, NONSTAINING, GUNNABLE,
SYNTHETIC RUBBER SEALANT RECOMMENDED FOR SEALING
INTERIOR CONCEALED JOINTS TO REDUCE TRANSMISSION OF
AIRBORNE SOUND.

E PAINT ALL NEW EXPSOSED SURFACES, UNLESS OTHERWISE INDICATED.
MATCH EXISTING ADJACENT SURFACES FOR COLOR AND GLOSS.  APPLY A
MINIMUM OF TWO FINISH COATS OVER PRIMER.  COMPLY WITH PAINT
MANUFACTURER'S WRITTEN INSTRUCTIONS FOR SURFACE PREPARATION,
ENVIRONMENTAL AND SUBSTRATE CONDITIONS, PRODUCT MIXING, AND
APPLICATION.

KEY NOTE

1 AIR CONDITIONING UNIT- SEE MECHANICAL DRAWINGS.  LOCATE
OUTDOOR UNIT ON SLAB-ON-GRADE EAST OF EXISTING ELECTRICAL ROOM
STAIR LANDING

NORTH
NORTH

1
A2.3

1
A2.2

3
A2.2

2
A2.3

SCALE: 1/8"   =    1'-0"
2 SECOND FLOOR PLAN

SCALE: 1/8"   =    1'-0"
1 FIRST FLOOR PLAN
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SIM.

CORRIDOR
203

RESTROOM
207b

01 FLOOR TILE- AMERICAN OLEAN; SATINGLO MOSAIC, 1x1 HEXAGON, ICE
WHITE (D25) FIELD (87%) WITH BLACK (D35) ACCENT (13%); INSTALL PER
TCNA F144- THINSET MORTAR ON WATERPROOF MEMBRANE OVER 1/4"
CEMENT BACKER BOARD ATOP EXISTING WOOD SUBFLOOR AND JOISTS

02 WALL TILE, FIELD- AMERICAN OLEAN; PROFILES, GLOSS, 3x6 BRICKWORK
PATTERN (RUNNING BOND), ICE WHITE (0025); INSTALL PER TCNA W244-
THINSET MORTAR ON 1/2" CEMENT BACKER BOARD

03 COVE BASE- AMERICAN OLEAN; PROFILES, GLOSS, 3x6 SHAPE A-3361, ICE
WHITE (0025)

04 CHAIR RAIL- AMERICAN OLEAN; GLOSS, 2x6 CHAIR RAIL, ICE WHITE (0025)

05 ACCENT TILE- AMERICAN OLEAN; LEGACY GLASS, 1x1 MOSAIC FIELD TILE,
SLATE (LG10)

06 ACCENT TILE- AMERICAN OLEAN; LEGACY GLASS, 1/2x6 LINER, SLATE
(LG10)

07 MIRROR- BOBRICK; B-290 2436, 24"W x 36"H, MOUNTED TO WALL AT 40"
AFF TO BOTTOM OF MIRROR GLASS; NOTE: TILE CONTINUES BEHIND
MIRROR

08 HAT AND COAT HOOK- BOBRICK; B-6827, MOUNTED TO BACK OF DOOR

09 SURFACE-MOUNTED SOAP DISPENSER- BOBRICK; B-2111, MOUNTED TO
TILE AT 40" AFF TO DISPENSER BUTTON

10 RECESSED MULTI-ROLL TOILET PAPER DISPENSER- BOBRICK; B-3888

11 RECESSED COMBINATION PAPER TOWEL DISPENSER/ WASTE
RECEPTACLE- BOBRICK; B-3961

12 36" LONG GRAB BAR- BOBRICK; B-5806 x 36, STAIN-FINISH

13 42" LONG GRAB BAR- BOBRICK; B-5806 x 42, STAIN-FINISH

14 UNDER-LAVATORY PIPE GUARD- PLUMBEREX PRO-EXTREME COVER FOR
HOT AND COLD SUPPLY AND DRAINAGE

15 PAINTED 1/2" TYPE 'C' GYPSUM BOARD CEILING ON METAL STUD CEILING
SUSPENSION SYSTEM ANCHORED THROUGH BEAD BOARD TO EXISTING
WOOD STRUCTURE ABOVE

16 EXISTING WOOD SUBFLOOR

17 RELOCATED EXISTING MOULDING

18 EXISTING BEAD BOARD CEILING- CONTINUES OVER NEW RESTROOM
CEILING

19 WOOD STUD AND PLASTER PARTITION- 2x4 WOOD STUDS AT 16" O.C.; FILL
STUD CAVITIES WITH SOUND ATTENUATION BLANKETS; PAINTED 3-COAT
PLASTER ON METAL LATH

20 AIR SPACE AND SEOND WYTHE OF 2x4 STUDS AT 16" O.C.- NOT
APPLICABLE AT SIMILAR

21 PAINTED WOOD CROWN MOULDING, ELIMINATE AT MACHINE ROOM

22 TWO 2x4 TOP PLATE- FASTEN THROUGH BEAD BOARD TO EXISTING WOOD
STRUCTURE ABOVE

23 PAINTED 1/2" CEMENT BACKER BOARD ABOVE WALL TILE;
 PAINTED 5/8" TYPE 'X' GYPSUM BOARD AT MACHINE ROOM, ELIMINATE

WALL TILING

24 RECESSED LIGHT FIXTURE- SEE ELECTRICAL DRAWINGS

25 WALL-MOUNTED LIGHT FIXTURE- SEE ELECTRICAL DRAWINGS

26 TACTILE PANEL SIGN- LOCATE AS SHOWN WITH INTERNATIONAL SYMBOLS
AND ACCESSIBLE RAISED CHARACTERS AND BRAILLE, COMPLY WITH
APPLICABLE PROVISIONS OF ICC A117.1

GENERAL NOTES

KEY NOTES

A ALL DIMENSIONS TO EXISTING ELEMENTS ARE APPROXIMATE UNLESS
INDICATED AS CRITICAL.  "FLOAT" DIMENSIONS WILL VARY BASED ON
FIELD CONDITIONS (ALL OTHER DIMENSIONS IN SAME STRING ARE
CRITICAL)

B SEE A2.1 FOR GENERAL SPECIFICATIONS
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SCALE: 1/2"   =    1'-0"
7 RESTROOM SE

SCALE: 1/2"   =    1'-0"
6 RESTROOM SW

SCALE: 1/2"   =    1'-0"
5 RESTROOM NW

SCALE: 1/2"   =    1'-0"
4 RESTROOM NE

SCALE: 1/4"   =    1'-0"
3 PARTIAL REFLECTED CEILING PLAN

SCALE: 1/4"   =    1'-0"
1 PARTIAL SECOND FLOOR PLAN

SCALE: 1/2"   =    1'-0"
2 WALL SECTION

SCALE: 1 1/2"=    1'-0"
2b WALL TOP DETAIL

SCALE: 1 1/2"=    1'-0"
2a WALL BASE DETAIL

SCALE: 1/2"   =    1'-0"
1a ADA SIGNAGE
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NOTE 16

NOTE 11

NOTE 12

NOTE 14

NOTE 13

NOTE 15

NOTE 06

NOTE 06

NOTE 17

±0"
FIRST FLOOR

01 NEW WOOD DOORS  AND FRAMES- WOOD TRIM TO MATCH EXISTING
WOOD TRIM INCLUDING PROFILE, DIMENSIONS AND ACCENTS

02 EXISTING FIRE EXIT DOOR, STEPS AND EXTERIOR STAIRS TO REMAIN

03 ELEVATOR CONTROL EQUIPMENT; COORDINATE LOCATION AND
CLEARANCES WITH ELEVATOR MANUFACTURER

04 PAINTED 3-COAT PLASTER ON METAL LATH, TYPICAL OFFICE SIDE OF
SHAFT WALL

05 2x4 WOOD STUDS- LOCATE PARTITION SO THAT FINISHED FACE OF
PLASTER ALIGNS WITH FINISHED FACE OF EXISTING PLASTER AT WINDOW
JAMB; PROVIDE 5/8" TYPE 'X' GYPSUM BOARD ON MACHINE ROOM SIDE
OF PARTITION AT SIMILAR

06 EXISTING PLASTER TO REMAIN

07 DEMOLISHED PORTION OF EXISTING PLASTER FOR NEW PARTITION
INSTALLATION

08 EXISTING 16" DEEP MULTI-WYTHE BRICK WALL TO REMAIN

09 LOAD-BEARING WOOD STUD SHAFT WALL- SEE SECTIONS AND DETAILS
FOR INFORMATION

10 EXISTING WINDOW TO REMAIN

11 NEW WOOD  FRAME- WOOD TRIM TO MATCH EXISTING WOOD TRIM
INCLUDING PROFILE, DIMENSIONS AND ACCENTS

12 PAINTED GYPSUM BOARD DOOR SURROUND

13 ELEVATOR DOOR

14 ELEVATOR HALL PUSH BUTTON STATION

15 WALL-MOUNTED ILLUMINATED ARROW HALL-LANTERN; DIGITAL-DISPLAY-
TYPE HALL POSITION INDICATOR INTEGRATED WITH POSITION INDICATOR
(FIRST FLOOR ONLY).

16 ELEVATOR EMERGENCY PICTORIAL SIGN:  FABRICATE FROM MATERIALS
MATCHING HALL PUSH-BUTTON STATIONS, WITH TEXT AND GRAPHICS AS
REQUIRED BY AUTHORITIES HAVING JURISDICTION, INDICATING THAT IN
CASE OF FIRE ELEVATORS ARE OUT OF SERVICE AND EXITS SHOULD BE
USED INSTEAD.

17 INSIDE EGDE OF NEW WOOD TRIM TO MATCH INSIDE EDGE OF EXISTING
WOOD DOOR JAMB (SECOND FLOOR)-  ADJUST TOTAL WIDTH OF WOOD
SURROUND AS REQUIRED TO CENTER NEW ELEVATOR DOOR WITHIN
OPENING

GENERAL NOTES

KEY NOTES

A ALL DIMENSIONS TO EXISTING ELEMENTS ARE APPROXIMATE UNLESS
INDICATED AS CRITICAL.  "FLOAT" DIMENSIONS WILL VARY BASED ON
FIELD CONDITIONS (ALL OTHER DIMENSIONS IN SAME STRING ARE
CRITICAL)

B SEE A2.1 FOR GENERAL SPECIFICATIONS; SEE A5.2 FOR ELEVATOR
SPECIFICATIONS

EXISTING WOOD SUBFLOOR
TO REMAIN

ELEVATOR HOISTWAY ENTRANCE

8" CMU PIT WALL- SEE
STRUCTURAL DWGS 2x6 WOOD BLOCKING

ELEVATOR SHAFT
ALCOVE/
CORRIDOR (AT SIM.)

EXISTING WOOD SUBFLOOR
TO REMAIN

CLEAR HOISTWAY

EXISTING BEAD BOARD
CEILING TO REMAIN

2x WOOD FURRING- DEPTH AS NEEDED TO
MAINTAIN FLUSH SHAFT- FILL CAVITIES
WITH SOUND ATTENUATION BLANKETS

EXISTING PLASTER FINISH

1" TYPE 'X' GYPSUM SHAFTLINER BOARD-
CONTINUOUS PAST FLOOR LEVEL TO
ELEVATOR SILL

DEMOLISHED STRUCTURE
AT ELEVATOR SHAFT

CONTINUOUS WOOD BLOCKING AT FLOOR
LEVEL- SEE STRUCTURAL DWGS

EXISTING WOOD FLOOR JOISTS

EXISTING LOAD-BEARING
WOOD STUD WALL

CUT EXISTING STUDS, SHORE AND
SUPPORT NEW OPENING AS REQUIRED-

SEE ALSO STRUCTURAL DWGS

PATCH PLASTER TO MATCH EXISTING

NEW WOOD TRANSOM AND FRAME TO
MATCH EXISTING

PAINTED GYPSUM BOARD INFILL AT
ELEVATOR DOOR SURROUND

TWO 2x4 DOOR HEADER

ELEVATOR HOISTWAY ENTRANCE

ELEVATOR CAR ENCLOSURE

ELEVATOR SILL

ELEVATOR HOISTWAY ENTRANCE

JAMB, BEYOND

2x6 WOOD STUDS AT 16" O.C. MAX.- FILL
CAVITIES WITH SOUND ATTENUATION
BLANKETS

NORTH

NORTH

SCALE: 1 1/2"=    1'-0"
1a PLAN DETAIL

SCALE: 1/4"   =    1'-0"
1 PARTIAL FIRST FLOOR PLAN

SCALE: 1/4"   =    1'-0"
2 PARTIAL SECOND FLOOR PLAN

SCALE: 1/2"   =    1'-0"
4 DOOR ELEVATION

SCALE: 1 1/2"=    1'-0"
3 ELEVATOR DOOR DETAIL
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ELEVATOR SHAFT OFFICE

EXISTING WOOD SUBFLOOR
TO REMAIN

RELOCATED EXISTING MOULDING

PAINTED 3-COAT PLASTER ON
METAL LATH

2x6 LOAD-BEARING WOOD
STUDS- SEE STRUCTURAL DWGS-
FILL CAVITIES WITH SOUND
ATTENUATION BLANKETS

CLEAR HOISTWAY

EXISTING BEAD BOARD
CEILING TO REMAIN

EXISTING ACOUSTICAL TILE
CEILING TO REMAIN

2x6 LOAD-BEARING WOOD
STUDS- SEE STRUCTURAL DWGS-

FILL CAVITIES WITH SOUND
ATTENUATION BLANKETS

1" TYPE 'X' GYPSUM SHAFTLINER BOARD-
CONTINUOUS PAST FLOOR LEVEL

DEMOLISHED STRUCTURE
AT ELEVATOR SHAFT

CONTINUOUS WOOD BLOCKING AT FLOOR
LEVEL- SEE STRUCTURAL DWGS

EXISTING WOOD FLOOR JOISTS

ALIGN FACE OF SHAFTLINER
WITH FACE OF CMU

8" CMU PIT WALL- SEE
STRUCTURAL DWGS

2x6 WOOD BLOCKING

CLEAR HOISTWAY

EXISTING WOOD SUBFLOOR
TO REMAIN

RELOCATED EXISTING MOULDING

PAINTED 3-COAT PLASTER ON
METAL LATH
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11" 5'-9" SHAFT DEPTH

SECOND STOP

FIRST STOP

PIT DEPTH

TOP OF SHAFT

EXISTING ENTRY BEYOND

EXISTING VENT
WINDOW BEYOND

EXISTING 9 1/2" DEEP WOOD
RAFTER AT 18" O.C.

EXISTING ASPHALT SHINGLE
ROOF ON PLYWOOD

SHAFT WALL ASSEMBLY

EXISTING STEPS TO
EXIT DOOR BEYOND

EXISTING WINDOW BEYOND

EXISTING WINDOW BEYOND

ELEVATOR DOOR

ELEVATOR DOOR

ELEVATOR

STEEL ELEVATOR
HOIST BEAM

 APPROXIMATE DISTANCE FROM
FACE OF EXISTING ALCOVE PLASTER

CLEAR HOISTWAY

STEEL PIT LADDER

1b
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1a
A5.1

1c
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8'-4" SHAFT WIDTH

SHAFT WALL ASSEMBLY

ELEVATOR

SECOND STOP

FIRST STOP

PIT DEPTH

TOP OF SHAFT

CLEAR HOISTWAY
2'-1"

STEEL PIT LADDER

EXISTING GRADE

EXISTING BRICK FOUNDATION
(DEPTH UNKNOWN)

EXISTING 16" DEEP MULTI-
WYTHE BRICK WALL

EXISTING EXTERIOR STAIR

EXISTING 9 1/2" DEEP WOOD
RAFTER AT 18" O.C.

EXISTING ASPHALT SHINGLE
ROOF ON PLYWOOD

 APPROXIMATE DISTANCE FROM
INTERIOR FACE OF BRICK

EXISTING BEAD BOARD
CEILING TO REMAIN

RELOCATED EXISTING
MOULDING

EXISTING SPRAY FOAM INSULATION- RE-
APPLY AS REQUIRED TO MAINTAIN
EXISTING MINIMUM R-VALUE

CLEAR HOISTWAY

2x6 LOAD-BEARING WOOD
STUDS- SEE STRUCTURAL DWGS-

FILL CAVITIES WITH SOUND
ATTENUATION BLANKETS

1" TYPE 'X' GYPSUM SHAFTLINER BOARD-
CONTINUOUS PAST CEILING LEVEL

CONTINUOUS WOOD BLOCKING AT FLOOR
LEVEL- SEE STRUCTURAL DWGS

CRAWL SPACE

CONCRETE PIT SLAB- SEE
STRUCTURAL DWGS

BLIND-SIDE WATERPROOFING- ALL
VERTICAL AND HORIZONTAL

SURFACES BELOW GRADE

DAMP-PROOFING- ALL VERTICAL
CMU SURFACES IN CRAWL SPACE

2x6 LOAD-BEARING WOOD STUDS- SEE
STRUCTURAL DWGS- FILL CAVITIES WITH
R-19 BATT INSULATION ABOVE SECOND
FLOOR CEILING LEVEL

SPRAY FOAM INSULATION- TO MATCH
EXISTING MINIMUM R-VALUE

PLYWOOD DECK OVER 2x8 WOOD
JOISTS- SEE STRUCTURAL DWGS

1" TYPE 'X' GYPSUM SHAFTLINER
BOARD ATTACHED TO UNDERSIDE

OF  WOOD JOISTS

SCALE: 1 1/2"=    1'-0"
1b SHAFT DETAIL

SCALE: 1/2"   =    1'-0"
1 ELEVATOR SECTION

SCALE: 1/2"   =    1'-0"
2 ELEVATOR SECTION

SCALE: 1 1/2"=    1'-0"
1c SHAFT DETAIL

SCALE: 1 1/2"=    1'-0"
1a PIT DETAIL
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EXISTING WOOD SUBFLOOR

EXISTING 2X12 WOOD JOISTS AT 20" O.C.

EXISTING 9 1/2" DEEP
WOOD GIRDER

CRAWL SPACE
EXISTING BRICK FOUNDATION

(DEPTH UNKNOWN)

EXISTING WINDOW

EXISTING CAST STONE SILL

EXISTING WOOD SUBFLOOR

EXISTING 13" DEEP WOOD JOISTS AT 16" O.C.

EXISTING BEAD BOARD CEILING

EXISTING CAST STONE HEAD

EXISTING BEAD BOARD CEILING

EXISTING VENT WINDOW

EXISTING SPRAY FOAM INSULATION

EXISTING 8" DEEP WOOD JOISTS AT 16" O.C.

EXISTING WOOD SILL PLATE

EXISTING 9 1/2" DEEP WOOD RAFTER AT 18" O.C.

EXISTING ASPHALT SHINGLE ROOF ON PLYWOOD

BEAD BOARD CEILING

BEAD BOARD CEILING

TOP OF BRICK

EXISTING ACOUSTICAL TILE CEILING
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ARE APPROXIMATE

±0"
FIRST FLOOR

+12'-8"
SECOND FLOOR

ELEVATOR SPECIFICATIONS

PART 1 -  GENERAL INFORMATION
A. SUBMIT THE FOLLOWING INFORMATION FOR APPROVAL:  PRODUCT DATA;

SHOP DRAWINGS- INCLUDING PLANS, ELEVATIONS, SECTIONS, AND
LARGE-SCALE DETAILS INDICATING SERVICE AT EACH LANDING, MACHINE
ROOM LAYOUT, COORDINATION WITH BUILDING STRUCTURE,
RELATIONSHIPS WITH OTHER CONSTRUCTION, AND LOCATIONS OF
EQUIPMENT; MAXIMUM DYNAMIC AND STATIC LOADS IMPOSED ON
BUILDING STRUCTURE AT POINTS OF SUPPORT; MAXIMUM AND AVERAGE
POWER DEMANDS; SAMPLES FOR VERIFICATION; INSTALLER
QUALIFICATION DATA; SAMPLE WARRANTY; OPERATION AND
MAINTENANCE DATA; INSPECTION AND ACCEPTANCE CERTIFICATES AND
OPERATING PERMITS AS REQUIRED BY AUTHORITIES HAVING
JURISDICTION FOR NORMAL, UNRESTRICTED ELEVATOR USE; AND
CONTINUING MAINTENANCE PROPOSAL.

B. INSTALLER QUALIFICATIONS:  ELEVATOR MANUFACTURER  OR AN
AUTHORIZED REPRESENTATIVE WHO IS TRAINED AND APPROVED BY
MANUFACTURER.

C. COORDINATE INSTALLATION OF SLEEVES, BLOCK OUTS, ELEVATOR
EQUIPMENT WITH INTEGRAL ANCHORS, AND OTHER ITEMS THAT ARE
EMBEDDED IN CONCRETE OR MASONRY FOR ELEVATOR EQUIPMENT.
FURNISH TEMPLATES, SLEEVES, ELEVATOR EQUIPMENT WITH INTEGRAL
ANCHORS, AND INSTALLATION INSTRUCTIONS AND DELIVER TO PROJECT
SITE IN TIME FOR INSTALLATION.

D. COORDINATE LOCATIONS AND DIMENSIONS OF OTHER WORK RELATING
TO HYDRAULIC ELEVATORS INCLUDING PIT LADDERS; SUMPS AND
FLOOR DRAINS IN PITS; ENTRANCE SUBSILLS; ELECTRICAL SERVICE;
AND ELECTRICAL OUTLETS, LIGHTS, AND SWITCHES IN HOISTWAYS, PITS,
AND MACHINE ROOMS.

E. MANUFACTURER'S SPECIAL WARRANTY:  MANUFACTURER AGREES TO
REPAIR, RESTORE, OR REPLACE ELEVATOR WORK THAT FAILS IN
MATERIALS OR WORKMANSHIP WITHIN ONE YEAR FROM DATE OF
SUBSTANTIAL COMPLETION.  FAILURES INCLUDE, BUT ARE NOT LIMITED
TO, OPERATION OR CONTROL SYSTEM FAILURE, INCLUDING EXCESSIVE
MALFUNCTIONS; PERFORMANCES BELOW SPECIFIED RATINGS;
EXCESSIVE WEAR; UNUSUAL DETERIORATION OR AGING OF MATERIALS
OR FINISHES; UNSAFE CONDITIONS; NEED FOR EXCESSIVE
MAINTENANCE; ABNORMAL NOISE OR VIBRATION; AND SIMILAR
UNUSUAL, UNEXPECTED, AND UNSATISFACTORY CONDITIONS.

F. REGULATORY REQUIREMENTS:  COMPLY WITH ASME A17.1/CSA B44.

G. ACCESSIBILITY REQUIREMENTS:  COMPLY WITH SECTION 407 IN THE U.S.
ARCHITECTURAL & TRANSPORTATION BARRIERS COMPLIANCE BOARD'S
ADA-ABA ACCESSIBILITY GUIDELINES AND WITH ICC A117.1.

PART 2 -  PRODUCTS
A. BASIS-OF-DESIGN PRODUCT:  SUBJECT TO COMPLIANCE WITH

REQUIREMENTS, PROVIDE THYSSENKRUPP ELEVATOR; ENDURA, OR
COMPARABLE PRODUCT BY ONE OF THE FOLLOWING: KONE INC.; OTIS
ELEVATOR CO.

B. ELEVATOR SYSTEM, GENERAL:  MANUFACTURER'S STANDARD ELEVATOR
SYSTEMS.  UNLESS OTHERWISE INDICATED, MANUFACTURERS'
STANDARD COMPONENTS SHALL BE USED, AS INCLUDED IN STANDARD
ELEVATOR SYSTEMS AND AS REQUIRED FOR COMPLETE SYSTEM.

C. ELEVATOR DESCRIPTION:
1. TYPE:  HOLELESS, BESIDE-THE-CAR, SINGLE-ACTING, DUAL

CYLINDER.
2. RATED LOAD:  2500 LB (1135 KG).
3. RATED SPEED:  125 FPM (0.64 M/S).
4. OPERATION SYSTEM:  SINGLE AUTOMATIC .
5. CAR ENCLOSURES:

a. GENERAL:  PROVIDE STEEL-FRAMED CAR ENCLOSURES
WITH NONREMOVABLE WALL PANELS, WITH CAR ROOF,
ACCESS DOORS, POWER DOOR OPERATORS, AND
VENTILATION.
1) PROVIDE STANDARD RAILINGS COMPLYING WITH

ASME A17.1/CSA B44 ON CAR TOPS WHERE REQUIRED
BY ASME A17.1/CSA B44.

b. DIMENSIONS:
1) INSIDE WIDTH:  68 INCHES (1727 MM) FROM SIDE

WALL TO SIDE WALL.
2) INSIDE DEPTH:  51 INCHES (1295 MM) FROM BACK

WALL TO FRONT WALL (RETURN PANELS).
3) INSIDE HEIGHT:  88 INCHES (2235 MM) TO

UNDERSIDE OF CEILING.
c. FRONT WALLS (RETURN PANELS):  SATIN STAINLESS STEEL,

NO. 4 FINISH WITH INTEGRAL CAR DOOR FRAMES.
d. CAR FIXTURES:  SATIN STAINLESS STEEL, NO. 4 FINISH .
e. SIDE AND REAR WALL PANELS:  PLASTIC LAMINATE

ADHESIVELY APPLIED TO 1/2-INCH (13-MM) FIRE-
R E T A R D A N T - T R E A T E D P A R T I C L E B O A R D W I T H
MANUFACTURER'S STANDARD PROTECTIVE EDGE TRIM.
PANELS HAVE A FLAME-SPREAD INDEX OF 25 OR LESS,
WHEN TESTED ACCORDING TO ASTM  E  84.  PLASTIC-
LAMINATE COLOR, TEXTURE, AND PATTERN AS SELECTED BY
ARCHITECT FROM ELEVATOR MANUFACTURER'S FULL RANGE.

f. REVEALS:  SATIN STAINLESS STEEL, NO. 4 FINISH .
g. DOOR FACES (INTERIOR):  SATIN STAINLESS STEEL, NO. 4

FINISH .
h. DOOR SILLS:  ALUMINUM, MILL FINISH.
i. DOORS: FLUSH, HOLLOW-METAL CONSTRUCTION;

FABRICATED FROM STAINLESS-STEEL SHEET OR BY
LAMINATING STAINLESS-STEEL SHEET TO EXPOSED FACES
AND EDGES OF ENAMELED COLD-ROLLED STEEL DOORS
USING ADHESIVE THAT FULLY BONDS METAL TO METAL
WITHOUT TELEGRAPHING OR OIL-CANNING.

j. CEILING:  SUSPENDED TYPE, LUMINOUS CEILING MOUNTED
IN METAL FRAME.
1) FRAME COLOR:  BLACK.

k. HANDRAILS:  1-1/2 INCHES (38 MM) ROUND  SATIN
STAINLESS STEEL, NO. 4 FINISH, AT REAR OF CAR.

l. SUBFLOOR:  EXTERIOR, UNDERLAYMENT GRADE PLYWOOD,
NOT LESS THAN 5/8-INCH (15.9-MM) NOMINAL THICKNESS.

m. FLOOR FINISH:  RESILIENT FLOORING XYZ.

6. HOISTWAY ENTRANCES:
a. WIDTH:  36 INCHES (914 MM).
b. HEIGHT:  84 INCHES (2134 MM).
c. TYPE:  SINGLE-SPEED SIDE SLIDING.
d. FRAMES :  SATIN STAINLESS STEEL, NO. 4 FINISH .
e. DOORS :  SATIN STAINLESS STEEL, NO. 4 FINISH .
f. SILLS :  ALUMINUM, MILL FINISH .

7. HALL FIXTURES :  SATIN STAINLESS STEEL, NO. 4 FINISH .
8. ADDITIONAL REQUIREMENTS:

a. PROVIDE INSPECTION CERTIFICATE IN EACH CAR, MOUNTED
UNDER ACRYLIC COVER WITH FRAME MADE FROM SATIN
STAINLESS STEEL, NO. 4 FINISH .

b. PROVIDE HOOKS FOR PROTECTIVE PADS  IN ALL CARS AND
ONE COMPLETE SET(S) OF FULL-HEIGHT PROTECTIVE PADS.

D. PUMP UNITS:  POSITIVE-DISPLACEMENT TYPE WITH A MAXIMUM OF 10
PERCENT VARIATION BETWEEN NO LOAD AND FULL LOAD AND WITH
MINIMUM PULSATIONS.
1. PUMP SHALL BE SUBMERSIBLE TYPE WITH SUBMERSIBLE

SQUIRREL-CAGE INDUCTION MOTOR, AND SHALL BE SUSPENDED
INSIDE OIL TANK FROM VIBRATION ISOLATION MOUNTS OR SHALL
BE TANK-TOP-MOUNTED TYPE WITH FAN-COOLED, SQUIRREL-CAGE
INDUCTION MOTOR, AND SHALL BE MOUNTED ON OIL TANK WITH
VIBRATION ISOLATION MOUNTS AND ENCLOSED IN PRIME-PAINTED
STEEL ENCLOSURE LINED WITH 1-INCH- (25-MM-) THICK, GLASS-
FIBER INSULATION BOARD.

2. MOTOR SHALL HAVE SOLID-STATE STARTING.
3. MOTOR SHALL HAVE VARIABLE-VOLTAGE, VARIABLE-FREQUENCY

CONTROL.

E. HYDRAULIC SILENCERS:  SYSTEM SHALL HAVE HYDRAULIC SILENCER
CONTAINING PULSATION-ABSORBING MATERIAL IN BLOWOUT-PROOF
HOUSING AT PUMP UNIT.

F. PIPING:  SIZE, TYPE, AND WEIGHT OF PIPING AS RECOMMENDED BY
ELEVATOR MANUFACTURER, WITH FLEXIBLE CONNECTORS TO MINIMIZE
SOUND AND VIBRATION TRANSMISSIONS FROM POWER UNIT.
1. CYLINDER UNITS SHALL BE CONNECTED WITH DIELECTRIC

COUPLINGS.
2. CASING FOR UNDERGROUND PIPING:  SCHEDULE  40 PVC PIPE

COMPLYING WITH ASTM  D  1785, JOINED WITH PVC FITTINGS
COMPLYING WITH ASTM  D  2466 AND SOLVENT CEMENT
COMPLYING WITH ASTM D 2564.

G. HYDRAULIC FLUID:  ELEVATOR MANUFACTURER'S STANDARD FIRE-
RESISTANT FLUID WITH ADDITIVES AS NEEDED TO PREVENT OXIDATION
OF FLUID, CORROSION OF CYLINDER AND OTHER COMPONENTS, AND
OTHER ADVERSE EFFECTS.

H. INSERTS:  FURNISH REQUIRED INSERTS AND SIMILAR ANCHORAGE
DEVICES FOR INSTALLING GUIDE RAILS, MACHINERY, AND OTHER
COMPONENTS OF ELEVATOR WORK.  DEVICE INSTALLATION IS SPECIFIED
IN ANOTHER SECTION.

I. CAR FRAME AND PLATFORM:  WELDED OR BOLTED STEEL UNITS.

J. GUIDES:  ROLLER GUIDES; POLYMER-COATED, NONLUBRICATED SLIDING
GUIDES; OR SLIDING GUIDES WITH GUIDE-RAIL LUBRICATORS.  PROVIDE
GUIDES AT TOP AND BOTTOM OF CAR AND COUNTERWEIGHT FRAMES.

K. GENERAL:  PROVIDE MANUFACTURER'S STANDARD MICROPROCESSOR
OPERATION SYSTEM AS REQUIRED TO PROVIDE TYPE OF OPERATION
INDICATED.

L. DOOR REOPENING DEVICES
1. INFRARED ARRAY:  PROVIDE DOOR-REOPENING DEVICE WITH

UNIFORM ARRAY OF 150 OR MORE MICROPROCESSOR-
CONTROLLED, INFRARED LIGHT BEAMS PROJECTING ACROSS CAR
ENTRANCE.  INTERRUPTION OF ONE OR MORE LIGHT BEAMS
SHALL CAUSE DOORS TO STOP AND REOPEN.

2. NUDGING FEATURE:  AFTER CAR DOORS ARE PREVENTED FROM
CLOSING FOR PREDETERMINED ADJUSTABLE TIME, THROUGH
ACTIVATING DOOR REOPENING DEVICE, A LOUD BUZZER SHALL
SOUND AND DOORS SHALL BEGIN TO CLOSE AT REDUCED KINETIC
ENERGY.

3. NO UN-NECESSARY DOOR OPERATION:  THE CAR DOOR SHALL
OPEN ONLY IF THE CAR IS STOPPING FOR A CAR OR HALL CALL,
ANSWERING A CAR OR HALL CALL AT THE PRESENT POSITION OR
SELECTED AS A DISPATCH CAR.

M. HOISTWAY ENTRANCE ASSEMBLIES:  MANUFACTURER'S STANDARD
HORIZONTAL-SLIDING, DOOR-AND-FRAME HOISTWAY ENTRANCES
COMPLETE WITH TRACK SYSTEMS, HARDWARE, SILLS, AND
ACCESSORIES.  FRAME SIZE AND PROFILE SHALL ACCOMMODATE
HOISTWAY WALL CONSTRUCTION.
1. WHERE GYPSUM BOARD OR PLASTER WALL CONSTRUCTION IS

INDICATED, FRAMES SHALL BE SELF-SUPPORTING WITH
REINFORCED HEAD SECTIONS.

2. DOOR AND FRAME ASSEMBLIES SHALL COMPLY WITH NFPA  80
AND BE LISTED AND LABELED BY A TESTING AND INSPECTING
AGENCY ACCEPTABLE TO AUTHORITIES HAVING JURISDICTION
BASED ON TESTING AT AS CLOSE-TO-NEUTRAL PRESSURE AS
POSSIBLE ACCORDING TO NFPA 252 OR UL 10B.
a. FIRE-PROTECTION RATING:  1 HOUR.

N. MATERIALS AND FABRICATION:  MANUFACTURER'S STANDARDS, BUT NOT
LESS THAN THE FOLLOWING:
1. STEEL SUBFRAMES:  FORMED FROM COLD- OR HOT-ROLLED STEEL

SHEET, WITH FACTORY-APPLIED ENAMEL FINISH OR RUST-
RESISTANT PRIMER.  FABRICATE TO RECEIVE APPLIED FINISH AS
INDICATED.

2. STAINLESS-STEEL FRAMES:  FORMED FROM STAINLESS-STEEL
SHEET.

3. STA INLESS-STEEL DOORS:  FLUSH, HOLLOW -METAL
CONSTRUCTION; FABRICATED FROM STAINLESS-STEEL SHEET OR
BY LAMINATING STAINLESS-STEEL SHEET TO EXPOSED FACES AND
EDGES OF ENAMELED COLD-ROLLED STEEL DOORS USING
ADHESIVE THAT FULLY BONDS METAL TO METAL WITHOUT
TELEGRAPHING OR OIL-CANNING.

4. SIGHT GUARDS:  PROVIDE SIGHT GUARDS ON DOORS MATCHING
DOOR EDGES.

5. SILLS:  EXTRUDED METAL, WITH GROOVED SURFACE, 1/4 INCH
(6.4 MM) THICK.

6. NONSHRINK, NONMETALLIC GROUT:  FACTORY-PACKAGED,
NONSTAINING, NONCORROSIVE, NONGASEOUS GROUT COMPLYING
WITH ASTM C 1107/C 1107M.

O. PROVIDE HALL-CALL AND CAR-CALL BUTTONS THAT LIGHT WHEN
ACTIVATED AND REMAIN LIT UNTIL CALL HAS BEEN FULFILLED.
FABRICATE LIGHTED ELEMENTS WITH LEDS.
1. CAR-CONTROL STATIONS:  PROVIDE MANUFACTURER'S STANDARD

RECESSED OR SEMIRECESSED CAR-CONTROL STATIONS.  MOUNT
IN RETURN PANEL ADJACENT TO CAR DOOR UNLESS OTHERWISE
INDICATED.  MARK BUTTONS AND SWITCHES FOR REQUIRED USE
OR FUNCTION.  USE BOTH TACTILE SYMBOLS AND BRAILLE.

2. EMERGENCY COMMUNICATION SYSTEM:  TWO-WAY VOICE
COMMUNICATION SYSTEM, WITH VISIBLE SIGNAL, WHICH DIALS
PREPROGRAMMED NUMBER OF MONITORING STATION AND DOES
NOT REQUIRE HANDSET USE.  SYSTEM IS CONTAINED IN FLUSH-
MOUNTED CABINET, WITH IDENTIFICATION, INSTRUCTIONS FOR
USE, AND BATTERY BACKUP POWER SUPPLY.

3. CAR POSITION INDICATOR:  PROVIDE DIGITAL-TYPE CAR POSITION
INDICATOR, LOCATED ABOVE CAR DOOR OR ABOVE CAR-CONTROL
STATION.  ALSO, PROVIDE AUDIBLE SIGNAL TO INDICATE TO
PASSENGERS THAT CAR IS EITHER STOPPING AT OR PASSING EACH
OF THE FLOORS SERVED.  INCLUDE TRAVEL DIRECTION ARROWS IF
NOT PROVIDED IN CAR-CONTROL STATION.

4. HALL PUSH-BUTTON STATIONS:  PROVIDE MANUFACTURER'S
STANDARD WALL-MOUNTED HALL PUSH-BUTTON STATION AT EACH
LANDING.  EQUIP UNITS WITH BUTTONS FOR CALLING ELEVATOR
AND FOR INDICATING APPLICABLE DIRECTION OF TRAVEL.

P. HALL ANNUNCIATOR:  WITH EACH HALL LANTERN, PROVIDE AUDIBLE
SIGNALS INDICATING CAR ARRIVAL AND DIRECTION OF TRAVEL.  SIGNALS
SOUND ONCE FOR UP AND TWICE FOR DOWN.

Q. FINISH MATERIALS
1. COLD-ROLLED STEEL SHEET:  ASTM  A  1008/A  1008M,

COMMERCIAL STEEL, TYPE B, EXPOSED, MATTE FINISH.
2. HOT-ROLLED STEEL SHEET:  ASTM A 1011/A 1011M, COMMERCIAL

STEEL, TYPE B, PICKLED.
3. STAINLESS-STEEL SHEET:  ASTM A 240/A 240M, TYPE 304.
4. ALUMINUM EXTRUSIONS:  ASTM  B  221 (ASTM  B  221M),

ALLOY 6063.
5. PLASTIC LAMINATE:  HIGH-PRESSURE TYPE COMPLYING WITH

NEMA LD 3, TYPE HGP FOR POSTFORMED APPLICATIONS.

PART 3 -  EXECUTION
A. EXAMINE ELEVATOR AREAS, WITH INSTALLER PRESENT, FOR COMPLIANCE

WITH REQUIREMENTS FOR INSTALLATION TOLERANCES AND OTHER
CONDITIONS AFFECTING PERFORMANCE OF THE WORK.  VERIFY
CRITICAL DIMENSIONS AND EXAMINE SUPPORTING STRUCTURE AND
OTHER CONDITIONS UNDER WHICH ELEVATOR WORK IS TO BE
INSTALLED.  PREPARE WRITTEN REPORT, ENDORSED BY INSTALLER,
LISTING CONDITIONS DETRIMENTAL TO PERFORMANCE OF THE WORK.
PROCEED WITH INSTALLATION ONLY AFTER UNSATISFACTORY
CONDITIONS HAVE BEEN CORRECTED.

B. INSTALL CYLINDER PLUMB AND ACCURATELY CENTERED FOR ELEVATOR
CAR POSITION AND TRAVEL.  ANCHOR SECURELY IN PLACE, SUPPORTED
AT PIT FLOOR AND BRACED AT INTERVALS AS NEEDED TO MAINTAIN
ALIGNMENT.  ANCHOR CYLINDER GUIDES AT SPACING NEEDED TO
MAINTAIN ALIGNMENT AND AVOID OVERSTRESSING GUIDES.

C. PROVIDE WELDED CONNECTIONS FOR INSTALLING ELEVATOR WORK
WHERE BOLTED CONNECTIONS ARE NOT REQUIRED FOR SUBSEQUENT
REMOVAL OR FOR NORMAL OPERATION, ADJUSTMENT, INSPECTION,
MAINTENANCE, AND REPLACEMENT OF WORN PARTS.  COMPLY WITH
AWS WORKMANSHIP AND WELDING OPERATOR QUALIFICATION
STANDARDS.

D. MOUNT ROTATING AND VIBRATING EQUIPMENT ON VIBRATION-ISOLATING
MOUNTS TO MINIMIZE VIBRATION TRANSMISSION TO STRUCTURE AND
STRUCTURE-BORNE NOISE DUE TO ELEVATOR SYSTEM.

E. INSTALL PIPING ABOVE THE FLOOR, WHERE POSSIBLE.  INSTALL
UNDERGROUND PIPING IN CASING.

F. LUBRICATE OPERATING PARTS OF SYSTEMS AS RECOMMENDED BY
MANUFACTURERS.

G. COORDINATE INSTALLATION OF HOISTWAY ENTRANCES WITH
INSTALLATION OF ELEVATOR GUIDE RAILS FOR ACCURATE ALIGNMENT OF
ENTRANCES WITH CAR.  WHERE POSSIBLE, DELAY INSTALLATION OF
SILLS AND FRAMES UNTIL CAR IS OPERABLE IN SHAFT.  REDUCE
CLEARANCES TO MINIMUM, SAFE, WORKABLE DIMENSION AT EACH
LANDING.

H. LEVELING TOLERANCE:  1/4 INCH (6 MM), UP OR DOWN, REGARDLESS OF
LOAD AND TRAVEL DIRECTION.

I. SET SILLS FLUSH WITH FINISHED FLOOR SURFACE AT LANDING.  FILL
SPACE UNDER SILL SOLIDLY WITH NONSHRINK, NONMETALLIC GROUT.

J. ENGAGE A FACTORY-AUTHORIZED SERVICE REPRESENTATIVE TO TRAIN
OWNER'S MAINTENANCE PERSONNEL TO OPERATE AND ADJUST
ELEVATOR(S).  CHECK OPERATION OF ELEVATOR WITH OWNER'S
PERSONNEL PRESENT BEFORE DATE OF SUBSTANTIAL COMPLETION.
DETERMINE THAT OPERATION SYSTEMS AND DEVICES ARE
FUNCTIONING PROPERLY.

K. INITIAL MAINTENANCE SERVICE:  BEGINNING AT SUBSTANTIAL
COMPLETION, MAINTENANCE SERVICE SHALL INCLUDE THREE MONTHS'
FULL MAINTENANCE BY SKILLED EMPLOYEES OF ELEVATOR INSTALLER.
INCLUDE MONTHLY PREVENTIVE MAINTENANCE, REPAIR OR
REPLACEMENT OF WORN OR DEFECTIVE COMPONENTS, LUBRICATION,
CLEANING, AND ADJUSTING AS REQUIRED FOR PROPER ELEVATOR
OPERATION.  PARTS AND SUPPLIES SHALL BE MANUFACTURER'S
AUTHORIZED REPLACEMENT PARTS AND SUPPLIES.
1. PERFORM MAINTENANCE DURING NORMAL WORKING HOURS.
2. PERFORM EMERGENCY CALLBACK SERVICE DURING NORMAL

WORKING HOURS WITH RESPONSE TIME OF TWO HOURS OR LESS.

SCALE: 1/2"   =    1'-0"
1 EXISTING WALL SECTION







FANS
MARK TYPE CFM ESP MOTOR DRIVE SONES BASIS OF DESIGN REMARKS

(IN WC) (WATTS)

EF-1 CEILING CENTRIFUGAL 75 0.125 64 DIRECT 1.1 LOREN COOK GC-124 INTERLOCK WITH LIGHT

DUCTLESS SPLIT SYSTEM 
MARK AIR UNIT REMARKS

CFM TOTAL AMBIENT SEER

(BTU/HR) TEMP (°F)

  MS-1/CU-1 233 9,500 95 13 1

REMARKS
1. BASIS OF DESIGN:  MITSUBISHI MS-A09WA (INDOOR UNIT) AND MU-A09WA (OUTDOOR UNIT)

COOLING CYCLE



PLUMBING FIXTURE CONNECTION SCHEDULE
ITEM FIXTURE CW HW WATER WASTE MOUNTING BASIS OF DESIGN

USAGE HEIGHT TRIM / FAUCET FIXTURE

P-1 WATER CLOSET - FM, TANK, H/C 1/2" --- 1.28 GPF 3" RIM AT 17" --- AMERICAN STANDARD: 2467.100

P-2 LAVATORIES - WH, H/C 1/2" 1/2" 0.5 GPM 1-1/4" RIM AT 34" DELTA: 23C354 AMERICAN STANDARD: 0356.015

1.  WATER CLOSETS: CONTROLS FOR FLUSH VALVES (TANK OR FV) SHALL BE MOUNTED ON THE WIDE SIDE OF TOILET AREAS NO MORE THAN 44 INCHES ABOVE THE FLOOR.

    COORDINATE VALVE HEIGHT WITH GRAB BAR HEIGHT.

WATER HEATER SCHEDULE - ELECTRIC
MARK BASIS OF STORAGE INPUT VOLTAGE PHASE GPH RECOVERY ACCESSORIES

DESIGN CAPACITY ( KW ) @60RISE
(GALS.)

WH-1 CHRONOMITE 0 4 208 1 30 ---
SR20L/208

 PUMP SCHEDULE
MARK DUTY TYPE FLOW HEAD MOTOR VOLTAGE PHASE RPM BASIS OF NOTES

(GPM) (FT. H2 0) H.P. DESIGN

SP-1 SUMP DRAINAGE SIMPLEX 20 10 1/3 120 1 3450 LIBERTY ELV250 W/ AUTOMATIC CONTROL SYSTEM
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DATE OF LATEST ISSUE

DRAWING NUMBER

DRAWING NAME

REFER TO A1 "OVERALL FLOOR PLAN & GENERAL
INFORMATION" FOR BUILDING CODE INFORMATION

CONSTRUCTION DOCUMENT SUBMITTAL

ELECTRICAL

The Scope of Work generally consists of separating one room
into two offices in the existing Locust Grove City Hall.  No
Change of Occupancy or structural modifications to the existing
facility are a part of this scope.
The existing facility is not protected by an automatic sprinkler
system.

3644 Georgia 42  Locust Grove, GA   30248

For the
City of Locust Grove
Robert Price, Mayor

This is an artist impression and is not intended for use for construction.  Images may not be representative of the final design.
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ELEVATOR

GENERAL SPECIFICATIONS

A PROVIDE STILE-AND-RAIL WOOD DOORS AND INTERIOR WOOD TRIM, AWI
“ARCHITECTURAL WOODWORK QUALITY STANDARDS” CUSTOM GRADE,
MADE FROM PINE OR OTHER SPECIES COMPATIBLE WITH EXISTING TRIM.
MATCH PROFILES OF EXISTING TRIM.

B PROVIDE COMPOSITE-SHEET WATERPROOFING- WR GRACE, PREPRUFE-
ON ALL BLIND-SIDE HORIZONTAL AND VERTICAL SURFACES BELOW
GRADE.  CLEAN, PREPARE, AND TREAT SUBSTRATE.  INSTALL
WATERPROOFING PER MANUFACTURER’S WRITTEN INSTRUCTIONS.
INSTALL PROTECTION COURSE OVER WATERPROOFING MEMBRANE USING
TAPE OR ADHESIVE.  PROTECT WATERPROOFING FROM DAMAGE AND
WEAR DURING APPLICATION AND REMAINDER OF CONSTRUCTION
PERIOD.

C PROVIDE FIRESTOPPING SYSTEMS WITH FIRE-RESISTANCE RATINGS
INDICATED BY REFERENCE TO UL DESIGNATIONS AS LISTED IN ITS "FIRE
RESISTANCE DIRECTORY."  PROVIDE THROUGH-PENETRATION
FIRESTOPPING SYSTEMS WITH T-RATINGS AS WELL AS F-RATINGS, AS
DETERMINED ACCORDING TO ASTM E 814, WITH FIRE-RESISTANCE
RATING OF NOT LESS THAN ONE HOUR, WHERE INDICATED.

D PROVIDE JOINT SEALANTS, JOINT FILLERS, AND OTHER RELATED
MATERIALS THAT ARE COMPATIBLE WITH ONE ANOTHER AND WITH JOINT
SUBSTRATES UNDER SERVICE AND APPLICATION CONDITIONS.  INSTALL
SEALANTS PER ASTM C 1193.

! •! ELASTOMERIC SEALANTS, ASTM C 920: ONE-PART, NEUTRAL-
CURING SILICONE SEALANT, TYPE S; GRADE NS; CLASS 25; USES T, NT,
M, G, A, AND O.

! •! ACOUSTICAL SEALANT:  NONSAG, PAINTABLE, NONSTAINING, LATEX
SEALANT COMPLYING WITH ASTM C 834.

! •! ACOUSTICAL SEALANT FOR CONCEALED JOINTS:  NONDRYING,
NONHARDENING, NONSKINNING, NONSTAINING, GUNNABLE,
SYNTHETIC RUBBER SEALANT RECOMMENDED FOR SEALING
INTERIOR CONCEALED JOINTS TO REDUCE TRANSMISSION OF
AIRBORNE SOUND.

E PAINT ALL NEW EXPSOSED SURFACES, UNLESS OTHERWISE INDICATED.
MATCH EXISTING ADJACENT SURFACES FOR COLOR AND GLOSS.  APPLY A
MINIMUM OF TWO FINISH COATS OVER PRIMER.  COMPLY WITH PAINT
MANUFACTURER'S WRITTEN INSTRUCTIONS FOR SURFACE PREPARATION,
ENVIRONMENTAL AND SUBSTRATE CONDITIONS, PRODUCT MIXING, AND
APPLICATION.
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KEYNOTE

DOOR IDENTIFIER

WINDOW IDENTIFIER

WALL TYPE IDENTIFIER

BUILDING SECTION

WALL SECTION

EXTERIOR ELEVATION

ENLARGED DETAIL

DIMENSIONS
TO CENTERLINE

ELEVATION DESIGNATION

SUSPENDED ACOUSTICAL CEILING
(RCP ONLY)

GYPSUM BOARD

STEEL (SECTION)

PLYWOOD (SECTION)

COLUMN LINE MARKER

ROOM NAME & ROOM
NUMBER

Room Name
  101

A9.01

1

3

4 2 INTERIOR ELEVATION

CONCRETE

EARTH

BRICK OR BLOCK (SECTION)

BRICK OR BLOCK (ELEVATION)

RIGID INSULATION (SECTION)

STUCCO

CARPET TILE (FINISH PLAN ONLY)

FLOOR OR WALL TILE (FINISH
PLAN AND INTERIOR ELEVATIONS)

WOOD VENEER (ELEVATION)

CENTERLINE OF FIXTURE OR
ACCESSORY TO FINISHED FACE OF
WALL

ARCHITECTURAL GRAPHIC SYMBOLS

ARCHITECTURAL MATERIAL SYMBOLS

FACE OF METAL STUD OR FACE OF
CONCRETE OR MASONRY WALL

THIS FACILITY IS LISTED ON NATIONAL PARK SERVICE NATIONAL REGISTER OF HISTORIC
PLACES AS 'LOCUST GROVE INSTITUTE ACADEMIC BUILDING' (86002179 NRIS)
APPLICABLE CODES
BUILDING 2006 INTERNATIONAL BUILDING CODE (IBC) WITH GEORGIA

AMENDMENTS
LIFE SAFETY 2006 INTERNATIONAL FIRE CODE (IFC) WITH GEORGIA AMENDMENTS
 2000 NATIONAL FIRE PROTECTION ASSOCIATION (NFPA) 101 LIFE

SAFETY CODE WITH GEORGIA AMENDMENTS
PLUMBING 2006 INTERNATIONAL PLUMBING CODE WITH GEORGIA AMENDMENTS
MECHANICAL 2006 INTERNATIONAL MECHANICAL CODE WITH GEORGIA

AMENDMENTS
ELECTRICAL 2011 NATIONAL ELECTRICAL CODE WITH NO GEORGIA AMENDMENTS
ACCESSIBILITY 2010 GEORGIA ACCESSIBILITY CODE (120-3-20A)

OCCUPANCY CLASSIFICATION  NFPA:  BUSINESS IBC:   BUSINESS

CONSTRUCTION   TYPE: III-B, UNSPRINKLERED
     42 FEET; 2 STORIES, PLUS BASEMENT;
     5,380 SQ. FT. PER FLOOR

FIRE RESISTANCE RATINGS [Per Ga SBC Amendments: Table 601 and 602 of IBC; NFPA to be
used as a supplement for areas not addressed by IBC]  

 Structural Frame:   0
 Exterior Bearing Walls:   2
 Interior Bearing Walls:   0
 Interior Non-Bearing Walls & Partitions: 0
 Floor/Ceiling Construction:  0
 Roof/Ceiling Construction:  0
 Shaft Enclosure (IBC 707.4):  1 HOUR

A SPECIFICATIONS AND GENERAL PROVISIONS OF THE CONTRACT, INCLUDING
GENERAL AND SUPPLEMENTARY CONDITIONS APPLY TO THESE DRAWINGS.

B THE WORK IS DEFINED BY THE CONTRACT DOCUMENTS.  REFERENCE ALL
DRAWINGS AND SPECIFICATIONS FOR INFORMATION REGARDING
CONSTRUCTION.

C DURING CONSTRUCTION, CONTRACTOR SHALL HAVE LIMITED USE OF
BUILDING INDICATED.  CONTRACTOR'S USE OF PREMISES IS LIMITED ONLY BY
OWNER'S RIGHT TO PERFORM WORK OR EMPLOY OTHER CONTRACTORS ON
PORTIONS OF PROJECT.

D SUBMITTALS
  COORDINATE SUBMITTAL PREPARATION WITH CONSTRUCTION SCHEDULE,

FABRICATION LEAD-TIMES, OTHER SUBMITTALS, AND OTHER ACTIVITIES THAT
REQUIRE SEQUENTIAL OPERATIONS.  NO EXTENSION OF CONTRACT TIME
WILL BE AUTHORIZED DUE TO FAILURE TO TRANSMIT SUBMITTALS IN TIME TO
PERMIT PROCESSING SUFFICIENTLY IN ADVANCE OF WHEN MATERIALS ARE
REQUIRED IN THE WORK.  ARCHITECT WILL NOT ACCEPT SUBMITTALS FROM
SOURCES OTHER THAN CONTRACTOR.

 PREPARE AND SUBMIT FOR REVIEW BY THE ARCHITECT PRODUCT DATA, SHOP
DRAWINGS, AND/OR MATERIAL SAMPLES FOR THE FOLLOWING
ARCHITECTURAL PRODUCTS:

 •DIVISION 6: COUNTERTOPS; WOOD TRIM
 •DIVISION 8: DOOR HARDWARE
 •DIVISION 9: CERAMIC TILING, PAINTING
 •DIVISION 14: ELEVATORS
 ARCHITECT WILL REVIEW EACH SUBMITTAL, MARK AS APPROPRIATE TO

INDICATE ACTION TAKEN, AND RETURN COPIES LESS THOSE RETAINED.
COMPLIANCE WITH SPECIFIED REQUIREMENTS REMAINS CONTRACTOR'S
RESPONSIBILITY.

E QUALITY-CONTROL SERVICES INCLUDE INSPECTIONS, TESTS, AND RELATED
ACTIONS INCLUDING REPORTS, PERFORMED BY CONTRACTOR, BY
INDEPENDENT AGENCIES, AND BY GOVERNING AUTHORITIES.  OWNER WILL
EMPLOY AND PAY A QUALIFIED INDEPENDENT TESTING AGENCY TO PERFORM
TESTS AND INSPECTIONS SPECIFIED IN OTHER SECTIONS, AND THOSE
REQUIRED BY AUTHORITIES HAVING JURISDICTION.  CONTRACTOR IS
RESPONSIBLE FOR SCHEDULING INSPECTIONS AND TESTS.

F PRODUCT SUBSTITUTIONS
 REASONABLE AND TIMELY REQUESTS FOR PRODUCT SUBSTITUTIONS WILL BE

CONSIDERED.  SUBSTITUTIONS INCLUDE CHANGES PROPOSED BY THE
CONTRACTOR AFTER AWARD OF THE CONTRACT, IN PRODUCTS AND
METHODS OF CONSTRUCTION REQUIRED BY THE CONTRACT DOCUMENTS.
DO NOT SUBMIT UNAPPROVED SUBSTITUTIONS ON SHOP DRAWINGS.

 SUBMIT IN WRITING EACH REQUEST FOR PRODUCT SUBSTITUTION.  IDENTIFY
PRODUCT TO BE REPLACED, PROVIDE COMPLETE DOCUMENTATION SHOWING
COMPLIANCE OF PROPOSED SUBSTITUTION WITH ALL SPECIFIED
REQUIREMENTS, AND INCLUDE THE FOLLOWING: A FULL COMPARISON WITH
THE SPECIFIED PRODUCT; A LIST OF CHANGES TO OTHER WORK REQUIRED TO
ACCOMMODATE THE SUBSTITUTION; ANY PROPOSED CHANGES IN THE
CONTRACT SUM OR CONTRACT TIME SHOULD THE SUBSTITUTION BE
ACCEPTED.

 ARCHITECT WILL REVIEW THE PROPOSED SUBSTITUTION AND NOTIFY
CONTRACTOR OF ITS ACCEPTANCE OR REJECTION.

G CLEAN ALL DISTURBED OR NEW SURFACES OR ITEMS BEFORE REQUESTING
INSPECTION FOR CERTIFICATION OF SUBSTANTIAL COMPLETION.

H REQUEST SUBSTANTIAL COMPLETION INSPECTION ONCE THE FOLLOWING
ARE COMPLETE: INSURANCE CHANGEOVER REQUIREMENTS MET; SUBMIT
RECORD DOCUMENTS, MAINTENANCE MANUALS, WARRANTIES, AND SIMILAR
RECORD INFORMATION; DELIVER SPARE PARTS, EXTRA STOCK, AND SIMILAR
ITEMS; CHANGEOVER LOCKS AND TRANSMIT KEYS TO OWNER; COMPLETE
STARTUP TESTING OF SYSTEMS AND INSTRUCTION OF OPERATION AND
MAINTENANCE PERSONNEL; REMOVE TEMPORARY FACILITIES AND
CONTROLS; COMPLETE FINAL CLEANUP; TOUCH UP, REPAIR, AND RESTORE
MARRED, EXPOSED FINISHES; OBTAIN FINAL INSPECTIONS FROM
AUTHORITIES HAVING JURISDICTION; OBTAIN CERTIFICATE OF OCCUPANCY.

 UPON RECEIPT OF A REQUEST FOR INSPECTION, ARCHITECT WILL PROCEED
WITH INSPECTION OR ADVISE CONTRACTOR OF UNFILLED REQUIREMENTS.
ARCHITECT WILL PREPARE THE CERTIFICATE  OF SUBSTANTIAL
COMPLETION AFTER INSPECTION OR ADVISE CONTRACTOR OF ITEMS THAT
MUST BE COMPLETED OR CORRECTED BEFORE THE CERTIFICATE WILL BE
ISSUED.

I DO NOT SCALE DRAWINGS.  CONTACT ARCHITECT FOR ANY DIMENSIONAL
CLARIFICATIONS.

BUILDING CODE INFORMATION

ARCHITECTURAL GENERAL NOTES

A ALL EXISTING STRUCTURAL COMPONENTS- INCLUDING FLOORS, WALLS,
SLABS, AND BEAMS- SHALL REMAIN UNLESS SPECIFICALLY NOTED
OTHERWISE.  REFER TO STRUCTURAL DRAWINGS FOR ADDITIONAL
STRUCTURAL DEMOLITION INFORMATION.

B THE OWNER WILL OCCUPY PORTIONS OF THE BUILDING IMMEDIATELY
ADJACENT TO DEMOLITION AREAS.  CONDUCT SELECTIVE DEMOLITION SO
OWNER'S OPERATIONS WILL NOT BE DISRUPTED.

C IT IS NOT EXPECTED THAT HAZARDOUS MATERIALS WILL BE
ENCOUNTERED IN THE WORK.  IF SUSPECTED HAZARDOUS MATERIALS
ARE ENCOUNTERED, DO NOT DISTURB; IMMEDIATELY NOTIFY ARCHITECT
AND OWNER. HAZARDOUS MATERIALS WILL BE REMOVED BY OWNER
UNDER A SEPARATE CONTRACT.

D DEMOLITION AND HAULING EQUIPMENT AND OTHER MATERIALS SHALL
BE OF SIZES THAT CLEAR SURFACES WITHIN HISTORIC SPACES, AREAS,
ROOMS, AND OPENINGS, INCLUDING TEMPORARY PROTECTION, BY 12
INCHES OR MORE.

E MAINTAIN EXISTING UTILITIES INDICATED TO REMAIN IN SERVICE AND
PROTECT THEM AGAINST DAMAGE DURING SELECTIVE DEMOLITION
OPERATIONS.

F UNLESS OTHERWISE INDICATED, DEMOLISHED MATERIALS BECOME
CONTRACTOR'S PROPERTY.

G LOCATE, IDENTIFY, SHUT OFF, DISCONNECT, AND CAP OFF UTILITY
SERVICES TO BE DEMOLISHED.

H PROVIDE AND MAINTAIN SHORING, BRACING, AND STRUCTURAL
SUPPORTS AS REQUIRED TO PRESERVE STABILITY AND PREVENT
MOVEMENT, SETTLEMENT, OR COLLAPSE OF CONSTRUCTION AND
FINISHES TO REMAIN, AND TO PREVENT UNEXPECTED OR
UNCONTROLLED MOVEMENT OR COLLAPSE OF CONSTRUCTION BEING
DEMOLISHED.  STRENGTHEN OR ADD NEW SUPPORTS WHEN REQUIRED
DURING PROGRESS OF SELECTIVE DEMOLITION.

I DEMOLISH AND REMOVE EXISTING CONSTRUCTION ONLY TO THE EXTENT
REQUIRED BY NEW CONSTRUCTION AND AS INDICATED. USE METHODS
REQUIRED TO COMPLETE THE WORK WITHIN LIMITATIONS OF GOVERNING
REGULATIONS.

J PROTECT EXISTING WALLS, CEILINGS, FLOORS, AND EXPOSED FINISHES
TO REMAIN.

K PROMPTLY PATCH AND REPAIR HOLES AND DAMAGED SURFACES OF
BUILDING CAUSED BY DEMOLITION.  RESTORE EXPOSED FINISHES OF
PATCHED AREAS AND EXTEND FINISH RESTORATION INTO REMAINING
ADJOINING CONSTRUCTION.

L CONDUCT SELECTIVE DEMOLITION ONLY IN AREAS THAT ARE NOT
DESIGNATED AS HISTORIC.

M PROMPTLY REMOVE DEMOLISHED MATERIALS FROM OWNER'S PROPERTY
AND LEGALLY DISPOSE OF THEM.  DO NOT BURN DEMOLISHED
MATERIALS.

N COMPLY WITH EPA REGULATIONS FOR PROPER DISPOSAL OF
DEMOLISHED MATERIALS.

DEMOLITION NOTES
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2'-0" 3'-8" +/- R.O.

3'-5 1/2" +/- R.O.

5'-9" +/- R.O.

NOTE 08

NOTE 09

NOTE 10

NOTE 11

±0"
FIRST FLOOR

EXISTING WOOD SUBFLOOR

BASE MOULDING

PLASTER FINISH COAT

PLASTER SCRATCH COAT

PLASTER BROWN COAT

METAL LATH

BACK SIDE OF PLASTER FINISH

2x4 WOOD STUDS AT 16" O.C. PAINT

EXISTING WOOD SUBFLOOR

EXISTING WOOD FLOOR JOISTS

2x4 WOOD SILL PLATE

ELECTRICAL WIRING DEVICES

10'-8"

NOTE 12

NOTE 07NOTE 07

NOTE 13NOTE 13

NOTE 14NOTE 15

NOTE 16 CEILING HEIGHT

±0"
FIRST FLOOR

+12'-8"
SECOND FLOOR

01 NEW WOOD STUD AND PLASTER PARTITION- LOCATE WALL ADJACENT TO
EXISTING HVAC GRILL AS INDICATED IN DETAIL BELOW

02 REPAIR EXISTING PLASTER AT FORMER DAIS LOCATION; REPLACE WOOD
BASE WITH NEW TRIM TO MATCH EXISTING- INCLUDING PROFILE,
DIMENSIONS AND ACCENTS

03 RECONFIGURE EXISTING DOOR- REMOVE STEP AT DOOR THRESHOLD,
MOVE DOOR LEAF AND TRANSOM BAR TO FLOOR LEVEL, REWORK
TRANSOM FOR NEW HEIGHT

04 FURNITURE (BY OWNER), TYPICAL

05 CUT EXISTING CHALK-TRAY, FRAME PARTITION AROUND EXISTING CHALK
BOARD TO REMAIN

06 REMOVE PORTION OF EXISTING LOAD-BEARING WALL FOR NEW
TRANSACTION WINDOW; SEE SECTIONS AND DETAILS FOR INFORMATION

07 NEW SUSPENDED ACOUSTICAL CEILING-
 USG INTERIORS, INC.; HALCYON CLIMAPLUS (ASTM E1264 TYPE XII, FORM

2, PATTERN G), 2'x2', SHADOWLINE (SL) REVEAL EDGE; IN
 DONN DX STEEL SUSPENSION SYSTEM AND SHADOWLINE EDGE

MOLDING; SUPPORTED AT HEIGHT INDICATED FROM EXISTING WOOD
STRUCTURE ABOVE WITH HANGERS OR RODS AS REQUIRED

08 NEW WOOD TRIM TO MATCH EXISTING WOOD TRIM INCLUDING PROFILE,
DIMENSIONS AND ACCENTS

09 PLASTIC LAMINATE COUNTERTOP OVER PLYWOOD SUBSTRATE- MATCH
LAMINATE AT EXISTING TRANSACTION WINDOW NEAR ELEVATOR

10 GLAZING TO MATCH EXISTING TRANSACTION WINDOW NEAR ELEVATOR-
CUT PASS-THRU OPENING TO MATCH SIZE OF EXISTING

11 LOCATE ROUGH OPENING OF NEW WINDOW AT DISTANCE INDICATED
FROM EXISTING DOOR OPENING

12 NEW WOOD STUD AND PLASTER PARTITION- SEE DETAIL 4a FOR TYPICAL
CONSTRUCTION; FILL STUD CAVITIES WITH SOUND ATTENUATION
BLANKETS

13 EXISTING WOOD STRUCTURE ABOVE; STRUCTURE MAY SLOPE WITH
AUDITORIUM FLOOR ABOVE

14 TWO 2x4 TOP PLATE FASTENED TO 2x6 ABOVE- SEE NOTE 15

15 2x6 AT 16" O.C., ANCHORED TO EXISTING WOOD STRUCTURE

16 EXISTING PLASTER CEILING

17 FACE OF EXISTING PLASTER WALL

18 NEW STILE AND RAIL WOOD DOOR TO MATCH EXISTING WOOD DOORS IN
PROFILE AND DIMENSIONS EXCEPT DOOR OPENING HAS NO TRANSOM

19 LINE OF EXISTING WOOD BASE BELOW- MITER CUT AND INSTALL NEW
WOOD BASE AT NEW PARTITION

GENERAL NOTES

KEY NOTES

A ALL DIMENSIONS TO EXISTING ELEMENTS ARE APPROXIMATE UNLESS
INDICATED AS CRITICAL.  "FLOAT" DIMENSIONS WILL VARY BASED ON
FIELD CONDITIONS (ALL OTHER DIMENSIONS IN SAME STRING ARE
CRITICAL)

B SEE A1 FOR GENERAL SPECIFICATIONS

NORTH

NORTH SCALE: 1/4"   =    1'-0"
1 PARTIAL FIRST FLOOR PLAN

SCALE: 1/4"   =    1'-0"
2 PARTIAL REFLECTED CEILING PLAN

SCALE: 1/2"   =    1'-0"
3 TRANSACTION WINDOW

NOT TO SCALE
4a OFFICE WALL DETAIL

SCALE: 1/2"   =    1'-0"
4 WALL SECTION
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